
PRESSES & HYDROPNEUMATIC UNITS

CLINCHING SYSTEMS

SPECIAL MACHINES

standard strokes - others on request total standard stroke mm

40 - 70 - 110 - 160 mm + 45 - 75 - 115 - 165

35 - 65 - 105 - 155 mm + 45 - 75 - 115 - 165

30 - 60 - 100 - 150 mm + 45 - 75 - 115 - 165

EP TYPE  -- APPROACH STROKE  -- RMA F N

AF - AT - AS - AX

Standard AF

Work Strength at 6 bars

Example:

EPX 121-110-05 AT TX RMA

Line unit, vertical steam downward, totale force 75,6 kN, approach stroke 110 mm, work stroke 5 mm, stem connection AT, unit connection TX, mechanical adjustment end stroke
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460 kN 

W 125-256-349 74 kN -150 kN - 205 kN 

H 196 - 400 115 kN - 235 kN 

S 785

XP 78 45 kN

P 125 - 196 74 kN - 115 kN 

I 56 33 kN 

X 50 - 77 - 121 29 kN - 45 kN - 71 kN 

CONNECTION 

FLANGE: F (ONLY TX)YK 12 7,1 kN WITH SCREWS:  TX

Y 24 - 37 14,1 kN - 22 kN UNIT CONNECTION

15 mm

SIZE WORK STROKE STEM CONNECTION TX

K  12 - 21 7,1 kN - 12,7 kN THREADED RODS:  - 

VERSION

Vertical steam downward:  - OPTIONAL

Universal Parallel:  P 5 mm STROKE 

ADJUSTMENT 

"RMA"

AUTOMATIC START 

WORK STROKE: N
Vertical steam upward:  SB 10 mm

Horizontal:  H


